










Flame-retardant and smoke-resistant alu-butyl | sealing tape

This self-adhesive alu-butyl tape has the function of sealing gaps and seams in a building to prevent 
smoke and �re from spreading in the event of a �re. In addition, the tape has �ame-extinguishing 
properties and is provided with a special folded aluminium, which allows an elongation in the longitudinal 
direction of 60%. The tape is UV resistant, �exible, light and easy to apply on most building materials, 
metals and �exible or hard plastics. Moreover, it is also very suitable for sealing roof elements, such as 
chimneys, dormers, skylights, gutters and roof lead-throughs. The tape is available in various widths, 
thicknesses and colours.

When exposed to high temperatures, this foam will swell and also generate carbon that acts as a shield. This blocks smoke, hot gases and 
�re, and prevents �re propagation.

This product has a unique combination of properties:
- intumescent, to block �ames, hot gases and smoke in case of �re;
- resilient, to absorb differences in expansion;
- soft, conforms to uneven surfaces;
- airtight, for optimal acoustic and thermal insulation;
- waterproof, for indoor and outdoor applications;
- self-adhesive on 1 side (optional), for easy positioning;
- available in 4 thicknesses: 4.5mm, 6mm, 9mm and 13mm.

Fire resistant sealing foam | prevent fire propagation



Protective foil | prevent damage during manufacturing, 
transport and construction work

Avoid extra costs for cleaning, repair and/or replacement due to damage. You want to avoid 
extra costs due to damage as much as possible during manufacturing, transport and 
construction work. For doors and windows, we have protective tapes and foils that combine 
excellent mechanical protection with residue-free removal.

Here it is important that the tape is applied, utilised and removed correctly. Please consult 
your tape specialist to �nd out which tape is the most suitable for your application.

This product is used in �oor insulation (bottom) to reinforce the fragile insulation 
foil at the points where mechanical fastening by using nails, staples or screws 
takes place. This prevents the insulation foil from tearing during installation and 
during its service life. Also suitable for temporarily �xing the insulation foil to 
walls, ceilings and �oors as a third hand. The standard size of the die-cut part is 
90mm x 65mm. Other dimensions are available on request.

Self-adhesive reinforced PE patch | insulation foil 
reinforcement



Quick Masking | protective masking foil for large areas

Avoid extra costs for cleaning, repair and/or replacement due to damage with this 
strong, pre-folded transparent PE masking foil. Features a self-adhesive masking tape 
on one side. Quick Masking protects against dust, dirt and paint. It is the solution for 
effortlessly protecting, covering and taping large surfaces in one go.

- a must-have during construction, renovation, painting, cleaning, etc;
- suitable for large surfaces, such as doors, furniture, walls, windows, etc;
- can also be used for masking large surfaces when re�nishing vehicles;
- the statically charged foil attracts spray mist and dust;
- adheres itself to substrates due to the static charge;
- is ideal for taping along straight lines. 

There is a demand from the carpentry market for a sustainable way of protecting door and window frames during transport, storage and construc-
tion work. Our sustainable nonwoven protection cloth is produced from recycled PET (and recyclable again). This product can be provided with a 
self-adhesive tape at the edges which can be removed cleanly after a few months in outdoor conditions. If desired, the tape can also be applied 
directly to the frame �rst. Other dimensions are possible on request.

Self-adhesive recyclable nonwoven protection fabric



Each user must test the suitability of the product for its intended use and bears all risk and liability in connection therewith. Stokvis Tapes shall not be 
liable for any damage resulting from the unsuitability of the product. 

Draught excluders | a comfortable and durable living space

Doors and windows are an essential part of any building. Draught excluder contributes to a comfortable indoor environment because:
- it reduces energy consumption;
- it prevents heat loss and draughts inside;
- keeps dust and pollen out;
- it reduces noise from outside.

EPDM draught excluder (self-adhesive):
Self-adhesive extruded EPDM rubber draught excluder tape for doors and windows is:
- easy and quick to install;
- suitable for indoor use;
- very �exible;
- lifetime of >8 years;
- available in various dimensions and colours.

Thermoplast draught excluder (self-adhesive):
Self-adhesive thermoplastic draught excluders with Omega pro�le for doors and windows are:
- resistant to all weather conditions;
- �exible;
- waterproof;
- washable;
- applicable inside and outside;
- lifetime of >15 years;
- available in various dimensions and colours.

Stokvis Tapes also supplies products that are applied in the segments:
- renewable energy
- electronics
- industrial
- aerospace
- healthcare
- transport and transport equipment
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